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Company Introduction

About the Factory
The factory area are 5000 square meter; Including:

Assembling lines:4 line.

Injection molding workshop:
8 injection molding machines 
ABS/PC components can be
produced.

Punching workshop: 
4 punching machines to
supply the metal parts.

Parts workshop: 
(1) Hardware fitting  parts.
(2) Bimetallic spring sheet.

Mould workshop:
Mold opening and modify 
molds.

OEM & ODM available
We have 2 R&D personnel.
We have our own mold factory,can open mold, welcome and
accept customized products and packaging.
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Meat & Cooking Thermometers
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NO:LDT-1805 NO:LDT-1805A NO:LDT-1808 NO:LDT-775 NO:LDT-776

NO:LDT-776H NO:LDT-777 NO:LDT-778 NO:LDT-779 NO:LDT-801

NO:LDT-888TNO:LDT-802B NO:LDT-999

Temp. Range: -40~300°C/-40~572°F
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68
Calibration, Backlight, Max/min
4 seconds super fast read

Temp. Range: -40~300°C/-40~572°F
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68, Calibration, Backlight
Max/min, High temperature alarm
4 seconds super fast read

Temp. Range: -50~300°C/-58~572°F
Accuracy: ±0.3°C (50~100°C)
±0.5°C (-20~50°C/100~200°C)
Waterproof: IPX7, USB chargeable battery
3 seconds super fast read

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(-20°C to 150°C)
Waterproof, 3~4 seconds super fast read
Max/Min, Hold, Inside magnet, Backlight
Auto-off, Built-in bottle opener

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(-20°C to 150°C)
Waterproof, 3~4 seconds super fast read 
Calibration, Backlight, Max/Min, Hold
Auto-off, Strong magnet inside

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(-20°C to 150°C)
3~4 seconds super fast read
Calibration, Backlight, Hold, Magnet back
High temperature alarm

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(0°C to 150°C)
Waterproof, 3~4 seconds super fast read
Max/Min, Hold, Inside magnet, Backlight
Auto-off, Built-in bottle opener

Temp. Range: -50~300°C/-58~572°F, Waterproof
Accuracy: ± 1.0°C(-20°C to 150°C), Backlight
2~3s super fast read, Calibration, Automatic screen rotation 
240° probe rotation, Max/Min, Hold, Auto-off
Magnet inside, Bottle opener

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(-20°C to 150°C), Backlight
Waterproof, 2~3 seconds super fast read, Calibration 
Max/Min, Hold, Auto-off,  User set alarm temperature
 Strong magnet inside

Temp. Range: -50~300°C/-58~572°F 
Accuracy: ± 1.0°C(-20°C to 150°C)
2~3s super fast read, Calibration, Backlight
Automatic screen rotation, Waterproof
Max/Min, Hold, Auto-off, Magnet inside

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(-20°C to 150°C)
3~4 seconds super fast read, 
Automatic rotation, Backlight, Auto-off
Talking  English for the measured temperature

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(0°C to 150°C)
Waterproof, 3~4s super fast read, Calibration
Max/Min, Inside magnet, Backlight, Hold
Auto-off, Built-in bottle opener

NO:LDT-802A
Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(0°C to 150°C)
Waterproof, 3~4 seconds super fast read
Max/Min, Hold, Inside ma net, Backlight
Auto-off

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(0°C to 150°C)
Waterproof, 3~4 seconds super fast read
Max/Min, Hold, Inside magnet, Backlight
Auto-off
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Meat & Cooking Thermometers

NO:PT-6
Temp. Range: -50~300°C/-58~572°F
Max/min, hold, auto-off function
Black, blue optional



NO:TP608
Temp. Range: -50~300°C/-58~572°F
Hold, auto-off function
Response time :6 Seconds
Black, white optional
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Meat & Cooking Thermometers

NO:LDT-81

NO:LDT-1800 NO:LDT-1811 NO:LDT-1819

NO:TP101 NO:TP101-L NO:TP300 NO:TP400 NO:TP500

NO:T-80 NO:T-90

Temp. Range: -50~300°C/-58~572°F
Accuracy: +/-1°C(-20°C to 200°C)
Response time :4~5S
Black, white, blue, red optional

Temp. Range: -50~300°C/-58~572°F
Accuracy: +/-1°C(-20°C to 200°C)
Response time :4~5S
With magnet on the back
Orange and black color available

Temp. Range: -50~300°C/-58~572°F
Accuracy: +/-1°C(-20°C to 200°C)
Response time :4~5S
With magnet on the back
Orange and black color available

Temp. Range: -50~330°C/-58~626°F
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68
Calibration, Max/min
Plastic sheath included

Temp. Range: -50~300°C/-58~572°F
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68
Calibration, Max/min, Auto off
Thin probe: Φ2mm diameter

Temp. Range: -40~300°C/-40~572°F
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68, Calibration, Backlight, 
Max/min, Auto power off  function,
Plastic sheath included

Temp. Range: -50~300°C/-58~572°F
Probe Size: Ø4*150mm
Black, white optional

Temp. Range: -50~300°C/-58~572°F
Probe Size: Ø4*300mm
Black, white optional

Temp. Range: -50~300°C/-58~572°F
Accuracy: +/-1°C(-20°C to 100°C)
Hold, auto-off function

Temp. Range: -50~300°C/-58~572°F
Hold, auto-off function
Including a plastic sheath

Temp. Range: -50~300°C/-58~572°F
Max/min, hold, auto-off function
Black, white optional

Temp. Range: -40°F to 302°F(-40°C to 150°C)
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68
Calibration, Data hold, Auto power off
C/F switchable

Temp. Range: -40°F to 302°F(-40°C to 150°C)
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68, Calibration, Data hold
Auto power off, C/F switchable
3 seconds super fast read

NO:LDT-611
Temp. Range: -50~300°C/-58~572°F 
Timer: 99 Min 59 Sec
6 meat type preset
LED Grill Light, LED back light

NO:LDT-101 NO:LDT-102
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Meat & Cooking Thermometers

NO:LDT-7D NO:WT-1
Temp. Range: -50~300°C/-58~572°F
Max/min, auto-off function
Water resistant: IP65
Black, white optional

Temp. Range: -50~300°C/-58~572°F
Probe Size: Ø3.5*108mm
Black, white optional

NO:JR-7 NO:LDT-18 NO:LDT-18-L NO:LDT-75 NO:LDT-80

NO:LDT-109

NO:LDT-212 NO:LDT-215 NO:LDT-220 NO:LDT-221 NO:LDT-222

NO:LDT-98

Temp. Range: -50~300°C/-58~572°F
Probe Size: 127mm
Water-resistant

Temp. Range: -50~150°C/-58~302°F
Probe Length: 125mm
Including a plastic sheath
Black, white optional

Temp. Range: -50~300°C/-58~572°F
Probe Length: 500mm
Including a plastic sheath
Black, white optional

Temp. Range: -50~300°C/-58~572°F
Accuracy : ±1°C from 0-100C
Black, blue, red optional

Temp. Range: -50~300°C/-58~572°F
Functions : hold function, °C and °F unit 
switch auto power off after 40 minutes

Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(-20°C to 150°C)
3~4 seconds super fast read
Calibration, Backlight, Hold, Magnet back
Waterproof structure

Temp. Range: -50~150 °C/-58~257 °F
Probe Size: Ø4*70mm
Black, white optional

Used for cooking, barbecue, milk, drink, water
airconditioner and refrigerator
Showing in °C/°F 
Measuring range: -50°C~150°C / -58°F ~ 257°F 
Operates on 1xAAA battery

Temp. range: 0-100°C/0-180°F
Sensor pipe: Ø5x120mm
6 meat type preset
LED back light

Temp. range: 0-100°C/0-180°F
Sensor pipe: Ø5x120mm
6 meat type preset
LED back light

Temp. range: 0-100°C/0-180°F
Sensor pipe: Ø5x120mm
6 meat type preset
LED Grill Light, LED back light

Temp. Range: -50~300°C/-58~572°F
Response time : 4~5S
Resistant to water and liquids: IPX4
Calibration function

NO:LDT-110
Temp. Range: -50~300°C/-58~572°F
Accuracy: ± 1.0°C(-20°C to 150°C)
3~4 seconds super fast read
Backlight, Hold, Magnet back
Waterproof structure
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Meat & Cooking Thermometers

NO:LDT-3305 NO:LDT-3306
Temp. Range: -40~300°C/-40~572°F
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68, Magnet on the back
Temperature alarm, Calibration, Backlight
Max/min, Auto power off  function

Temp. Range: -40~300°C/-40~572°F
Accuracy: ±0.5°C (-10°C to 100°C)
Waterproof: IP68, Magnet on the back
Calibration, Backlight, Max/min, Auto power off 
6 seconds fast read, Large display

NO:PT-2NO:PT-3 NO:TP710

NO:TP800

NO:LDT-100

NO:LDT-106 NO:LDT-106H

NO:LDT-108

NO:LDT-610 NO:LDT-6601

Temp. Range: -50~300°C/-58~572°F
Max/min, hold, auto-off function
With wire probe
Black, white optional

Temp. Range: -50~300°C/-58~572°F
Probe Size: 120mm
With plastic sheath

Temperature range: 0~300°C/32~572°F 
High temperature alarm function
Timer alarm function: 99 minutes 59 seconds
6 meat type preset
Backlight display, magnet on the back

Temperature alarm function
Time display
The countdown function 23H 59M 59S
Temperature range: 0~300°C/32~572°F 

High temperature alarm function
Timer alarm function: 99 minutes 59 seconds
Temperature range: 0~250°C/32~482°F 
With magnet on the back

Wine Thermometer
Dimension:74.5*65*40mm 
Temp. Range:-9~70°C
Material:ABS

Wine Thermometer
Dimension:77*38*28mm
Temp. Range:-9~70°C/-16~158°F
Material:ABS

Food temprature:  -10~300°C / 14~572°F 
6 meat settings, 4 taste settings
Room temperature: -20~50°C/-4~122°F
Timer function, backlight

Temp. Range: -20~300°C/-4~572°F
Accuracy: ± 1.0°C
Waterproof,Calibration, Backlight
Max/Min, Inside magnet
Hold Auto-off

Dual probes
Temperature range: -50°C to 300°C (-68°F to 572°F )
Accuracy: ± 1.0°C(-20°C to 150°C)
backlight, waterproof
Magnet on the back
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Cold Chain Thermometers

NO:TPM-10 NO:TPM-11
NO:TC-3

NO:TC-5
NO:TEMPU03 NO:TEMPU04

NO:TEMPU05

Dimension: 43*29*15mm
Temp. Range:-50~70°C
Material:Plastic
Black, white optional

Dimension: 67*42*11mm
Temp. Range:-20~60°C
Frost alarm
Power: CR2032*1
Hook and magnet back

Dimension: 58*37*16mm
Temp. Range:-50~70°C
Material:Plastic
Black, yellow optional

Dimension: 117.5*30*27.2mm
Temp. Range:-50~70°C
Display time
Material:Plastic

Temperature Range: -30°C ~ 60°C
Accuracy: ±0.5°C(-20 ~+40°C), ±1.0°C(other)
Humidity Range: 0%~100%RH, ±3%RH accuracy
Capacity: 32,000 readings
Report: PDF and CSV(export by USB)

Temperature Range: -30°C ~ 60°C
Accuracy: ±0.5°C(-20 ~+40°C), ±1.0°C(other)
Capacity: 32,000 readings
Report: PDF and CSV(export by USB)

Use Type: Single-use
Temperature Range: -30°C~+60°C (22°F~140°F)
Accuracy:  ±0.5°C (-20°C~+40°C); ±1°C(others)
Alarm Temperature: ＜2℃ or ＞8℃ (＜35.6℉ or ＞46.4℉)
Capacity: 10,000 readings
Report Type: PDF,Water Proof Level: IP67

NO:WMC0222
Temperature Range: 0°C ~ 50°C
Accuracy: ±1°C
Wireless distance: 100 meters in open space
Max/Min
LED display

NO:TZ-BT04
Temperature Range: 40°C ~ 125°C
Accuracy:  ±0.3°C 
Humidity Range: 0%~100%RH, ±3%RH accuracy
Capacity: 12,000 readings
Print data report by pairing Bluetooth printer



Meat & Cooking Thermometers
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Bluetooth Thermometers

NO:LDT-5538 NO:AT01 NO:BT01 NO:SH253B NO:SH253D

NO:SN520B NO:EASYBBQ Nano-LNO:BF-5 NO:EASYBBQ X2CD NO:EASYBBQ Mini Candy

NO:EASYBBQ CLOCK NO:EASYBBQ PRO2 NO:EASYBBQ PRO3 NO:EASYBBQ PRO4 NO:EASYBBQ PRO5

Max. 2 probes, 2 probes included
Temperature range: -30~250°C
Display: LCD screen & smart phone
App: Available for free
Wireless range: Up to 33 feet (10 meters)

Max. 4 probes, 4 probes included
Temprature range: 0~380°C/0~716°F
Display: Large LCD screen & smart phone
Wireless range: Up to 100 meters
Compatible with Alexa and Google assistant

Max. 6 probes, 2 probes included
Temperature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 120 meters

Probe size: L144×D6mm
Wireless range: Up to 33 feet (10 meters)
Food temp range: 0~85°C
Ambient temp range: 0~275°C                                                                   
Powered by chargable battery

Probe size: L130×D6mm
Wireless range: Up to 30 feet (10 meters)
Food temp range: 0~100°C
Ambient temp range: 0~300°C                                                              
IP67 waterproof, magnet back

Probe size: L144×D6mm
Wireless range: Up to 90 feet (30 meters)
Food temp range: 0~100°C
Ambient temp range: 0~300°C                                                              
IP67 waterproof, magnet back

Temprature range:  0~350°C / 32 ~ 662°F
Display: On smart phone
App required: Yes, available for free 
Wireless range: Up to 30 meters

Max. 6 probes, 2 probes included
Temprature range: 1~300°C/33~572°F
Display: LCD screen & smart phone
Wireless range: Up to 100 meters
3 seconds super fast read

Handheld and Adsorbable 
Temprature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 60 meters

Max. 2 probes, 2 probes included
Temprature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 60 meters

Max. 2 probes, 2 probes included
Temprature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 60 meters

Max. 6 probes, 2 probes included
Temprature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 100 meters

Max. 6 probes, 2 probes included
Temprature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 100 meters

Max. 6 probes, 2 probes included
Temprature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 100 meters

Max. 6 probes, 2 probes included
Temprature range: 0~380°C/0~716°F
Display: LCD screen & smart phone
Wireless range: Up to 100 meters
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Bluetooth Thermometers

NO:EASYBBQ CP NO:EASYBBQ SP
Cable: 120cm stainless steel mesh
Probe length: 100mm(Reduced tip 20mm)
Material: Stainless steel 304
Heat resistance: 350 degress °C

Cable: 120cm stainless steel mesh
Probe length: 100mm(Reduced tip 20mm)
Material: Stainless steel 304
Heat resistance: 380 degress°C

NO:HyperBBQ AT-01
Max. 2 probes, 2 probes included
Food temprature range: 0~380°C/32~716°F
Ambient temprature range: 30~400°C / 86~752°F
Wireless range: ≤100meters(Outdoor-Barrier free)
30meters(Indoor), Waterproof structure: IP64
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RF Thermometers

NO:LDT-520
Dual probes
Temperature range: -20~250°C
8 types of meat, 4 tastes
30 meters 433mhz wireless transmitter
LED backlight, Countdown/ countup timer

NO:LDT-510
Temperature range: -20~250°C/32~428°F 
6 meat settings , 5 taste settings
30 meters range uses RF frequency
LED grill light

NO:LDT-107
Dual probes, 8 types of meat, 4 tastes
Temperature range: -20°C to 300°C (-68°F to 572°F )
Accuracy: ± 1.0°C(-20°C to 150°C)
Transmission Distance:Within 70 meters(open field)
backlight, waterproof,Magnet on the back



Meat & Cooking Thermometers



 http://www.wenmeice.com Tel: +86-29-88661865Address:12th South of Chang’an Road, Yanta 710061, Xi'an, China 12

Industrial Thermometers

NO:DT320 NO:DT8380 NO:MEC8380H NO:DT8380D NO:TU8380C

NO:DT8380FC NO:DT8380JH NO:8380AH NO:CE8380 NO:DT8550

NO:DT8550E NO:CN8550AT NO:DT8580 NO:DT8850H NO:DT8010H

Temperature Range: -50~320°C/-58~608°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 8:1

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1
Color: Green+Black

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1
Color: Blue+Black

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1
Color: Green+Black

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1
Color: Bright Red+Black

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1
Color: Bright Blue+Black

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1

Temperature Range: -50~380°C/-58~716°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1
Green and Black color optional

Temperature Range: -50~550°C / -58~1022°F
Measuring Accuracy: ±2% or 2C
Distance Ratio: 12:1
Red and Black color optional

Temperature Range: -50~550°C / -58~1022°F
High/Low Temperature Alarm
Min/Max/Avg/Dif Temperature Measurement
Distance Ratio: 12:1

Temperature Range: -50~550°C / -58~1022°F
High/Low Temperature Alarm
Min/Max/Avg/Dif Temperature Measurement
Distance Ratio: 12:1

Temperature Range: -50~580°C / -58~1076°F
High/Low Temperature Alarm
Min/Max/Avg/Dif Temperature Measurement
Distance Ratio: 16:1
Dual Laser

Temperature Range: -50~850°C/-58~1562°F
Accuracy ±2% or 2°C 
Distance Spot Ratio 16:1 
Dual Laser

Temperature Range: -50~1000°C/-58~1832°F
Accuracy ±2% or 2°C 
Distance Spot Ratio 50:1 
Dual Laser
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Medical Thermometers

NO:DT-8809C NO:YI-400 NO:FI01

NO:FI02 NO:FI06 NO:QN-100

NO:K-3S

Body Temperature: 32~43°C
Accuracy: ≤±0.2°C
Object Temperature: 0~60°C
Three-color backlight 
Color optional: Blue, Purple, Green

Body Temperature: 32~42.9°C
Accuracy: ≤±0.2°C
Object Temperature: 0~100°C
Three-color backlight
CE-MDD approved

Body Temperature: 32~42.9°C
Accuracy: ≤±0.2°C
Object Temperature: 0~100°C
Three-color backlight
CE-MDD approved

Body Temperature: 32~42.9°C
Accuracy: ≤±0.2°C
Object Temperature: 0~100°C
Three-color backlight
CE-MDD approved

Body Temperature: 32~42.9°C
Accuracy: ≤±0.2°C
Object Temperature: 0~100°C
Three-color backlight
CE-MDD approved

Body Temperature: 32~42.9°C
Accuracy: ≤±0.2°C
Object Temperature: 0~118°C
Three-color backlight

Measuring Range: 34~43°C (86.6~109.4°F)
Accuracy: ±0.2°C
USB charging or battery, Voice alarm
Automatic measurement without manual work
Wall hanging and bracket fixing (optional)

NO:WL-601 
Measuring Range: 34.5~42.9°C
Accuracy:  ±0.3°C
Measurement time: ≤6S
LED display
Automatic shutdown



Meat & Cooking Thermometers
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Meat & Cooking Thermometers

NO:LBT-1A NO:LBT-1B NO:LBT-1C NO:LBT-2A NO:LBT-4A

NO:LBT-4B NO:LBT-4C NO:LBT-4D NO:LBT-4E NO:LBT-4F

NO:LBT-4H NO:LBT-6 NO:LBT-6B

Diameter: 26mm(1")
Temperature Range: -10~ 110°C or 0~220°F 
Probe Size: Φ3.8×127mm
With plastic sheath

Diameter: 26mm(1") with magnifying lens
Temperature Range: -10~ 110°C or 0~220°F 
Probe Size: Φ3.8×127mm
Plastic sheath and stainless steel clip optional

Diameter: 26mm(1")
Temp. Range:Rare,Med,Well
Probe Size:Ø3.8x60mm

Diameter: 44mm(1.75")
Temperature Range: -10~100°C/0~220°F
Probe Size: Φ3.8×127mm
With stainless steel clip

Diameter: 52mm(2")
Temperature Range: 60~87°C/140~ 190°F
Probe Size: Φ3.8×127mm

Diameter: 52mm(2")
Temperature Range: 0~300°C or 50~550°F 
Probe Size: Φ3.8×300mm
With stainless steel clip

Diameter: 52mm(2")
Temp. Range: 0~120°C with animals print
Probe Size: Ø3.8x110mm

Diameter: 52mm(2")
Temp. Range: 0~220°F/-10~100°C
Probe Size: Ø3.8x127mm
With stainless steel clip

Diameter: 52mm(2")
Temp. Range: 0~250 °C
Probe Size: Ø3.8x127mm
With plastic sheath

Diameter: 52mm(2")
Temperature Range: 0~300°C/50~550°F
Probe Size: Φ3.8×127mm
With stainless steel clip

Diameter: 57mm
Temperature Range: 100~400°F/35~205°C
Probe Size: Ø5*140mm
With stainless steel clip

Diameter: 73mm
Food safe 304 stainless steel sensor probe 
Temperature Range: 54~88°C/130~190°F
Probe Size: Φ6×110mm

Diameter: 73mm
Food safe 304 stainless steel sensor probe 
Temperature Range: 0~120°C
Probe Size: Φ5×115mm
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Oven/Freezer Thermometers

NO:LBT-20 NO:LBT-20A NO:LBT-20B

NO:LBT-21 NO:LBT-22
NO:LBT-23

Dial:52mm   Height: 70mm              
Shell material: Stainless steel     
Temperature range: 50~300°C/100~ 600°F
(-20~20°C/-20~ 80°F ) or customized

Dial:52mm   Height: 75mm                          
Shell material: Stainless steel     
Temperature range: 50~300°C/100~ 600°F
or customized

Dial:54mm   Height: 84mm                        
Shell material: Stainless steel     
Temperature range: 50~300°C or customized

Dial:58mm                      
Shell material: Stainless steel     
Temperature Range: 100~250°C/150~550°F
(-20~20°C/-20~ 80°F ) or customized

Dial: 85*62mm
Shell material:Stainless steel
Temperature range: 50~300°C/100~ 600°F
(-20~20°C/-20~ 80°F ) or customized

Dial: 66mm
Shell material: Stainless steel
Temperature range: 50~300°C (-30~30°C )
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Bbq/Brew Thermometers

NO:LBT-4G

NO:LBT-5 NO:LBT-7 NO:LBT-7F

NO:LBT-4K NO:LBT-4L NO:LBT-4M

NO:LBT-6G NO:LBT-7G

NO:LBT-4U
Diameter: 54mm
Temp. Range: 50~350°C
Probe Size: Ø5*50mm
With M8 thread

Diameter: 58mm
Temp. Range: 75~300°C/150~600°F
Probe Size: Ø6*65mm
With wing screw thread

Diameter: 82mm
Temperature Range: -10~100°C/0~220°F
Probe Size: Φ6.35×150mm
Connection: 1/2"-NPT

Diameter: 82mm
Temperature Range: 60~220°F
Probe Size: Φ6.35×77mm
Connection: customized
With Screw nut and silicone ring

Diameter: 52mm
Temperature Range: 100~550°F
Probe: 70mm
With screw cap

Diameter: 52mm
Temperature Range: 0~300°C
Probe: 70mm
With screw cap

Diameter: 52mm
Temperature Range: 50~350°C/100~700°F 
Probe: 60mm
With screw cap

Diameter: 60mm
Temperature Range: 10~400°C/50~800°F 
Probe: 70mm
With wing screw thread

Diameter: 75mm
Temperature Range: 50~400°C/100~750°F 
Probe: 35mm
With wing screw thread

Diameter: 47*38mm
Temperature Range: 50~400°C/100~800°F 
Probe: 75mm



Meat & Cooking Thermometers
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Glass Tube Thermometers

NO:LBT-10 NO:LBT-11

NO:LBT-12 NO:LBT-13 NO:LBT-14

Dimensions: Approx. 17*205mm
Temperature range: 50~200°C/100~400°F 
Plastic sheath included

Dimensions: Approx. 19*51*305mm
Temperature range: 40~200°C/100~400°F 

Dimensions: Approx. 125*30*20mm
Temperature range: -40~27°C/-40~80°F 
Wieght: Approx. 27g

Dimensions: Approx. 135*30*20mm
Temperature range: -40~27°C/-40~80°F 
Wieght: Approx. 35g

Dimensions: Approx. 93*19*10mm
Temperature range: -40~50°C/-40~120°F 

NO:LBT-9
Dimensions: Approx. 50*185mm
Temperature range: 0~50°C/30~120°F 



Meat & Cooking Thermometers
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Thermo-hygrometers

NO:HTC-1 NO:HTC-2 NO:HTC-2A NO:CX-220 NO:LDTH-1

NO:LDTH-2 NO:LDTH-7 NO:LDTH-8

NO:LDTH-520
NO:LDTH-6605

NO:LDTH-10NO:LDTH-9

Temperature range: -50~70°C/-58~158°F
Humidity range: 10% -99% RH
Daily alarm, Max/min, 12 / 24 hour clock

Temperature range: -50~70°C/-58~158°F
Humidity range: 10% -99% RH
Display Indoor and outdoor temperatures
Daily alarm, Max/min, 12 / 24 hour clock
With external wire sensor probe

Indoor temp. range: -10~50°C/14~122°F
Outdoor temp. range: -50~70°C/-58~158°F
Humidity range: 10% -99% RH
Daily alarm, Max/min, 12 / 24 hour clock
With external wire sensor probe

Temperature range: -50~70°C/-58~158°F
Humidity range: 10% -99% RH
Calendar and clock function
display for day and date, snooze function

Temperature range: -50~70°C/-58~158°F
Humidity range: 25% -98% RH
Max/Min function
Reset function

Temperature range: -50~70°C/-58~158°F
Humidity range: 25% -98% RH
Display indoor and outdoor temperature
Max/Min function, Reset function
With external wire sensor probe

Dimension: 67*42*11mm
Temperature range: -10~50°C/-32~122°F
Humidity range: 20% -95% RH
Max/Min, Magnet and hook on the back

Dimension: 118*59*20mm
Temperature range: 0~70°C/33~158°F
Humidity range: 0% -100% RH
Full lcd display

Temperature range: -50~70°C/-58~158°F
Humidity range: 25% -98% RH
Max/Min, Reset, Snooze, Display for weekday
Weather forecast

Thermometer : Indoor: -10°C ~ 60°C(14~140°F)
Outdoor : -50°C ~ 70°C(58~158°F)
Hygrometer : 20% ~ 95% RH(indoor and outdoor)
Min/Max, LED back light, support 3 channels
High and low temperature alarm
Wireless range: 100 meters in the open field

Thermometer : Indoor: 0°C ~ 50°C
Outdoor : -20°C ~ 60°C
Hygrometer : 10% ~ 95% RH
Display indoor and outdoor temperature, Color backlight
Display Time and calendar

Thermometer : Indoor: 0°C ~ 50°C
Outdoor : -20°C ~ 60°C
Hygrometer : 10% ~ 95% RH
Display indoor and outdoor temperature, Color backlight
Display Time and calendar
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Meat & Cooking Thermometers

NO:TM-1
Dimensions: 90*90*26.3mm
Wieght: 100g
material: ABS
Temperature and humidity display,LED backlight
99 minutes and 59 seconds countdown
button touch function

NO:TM-2 NO:JS-104
Dimensions: 98*85*22mm
Wieght: 119g
material: ABS
Time, alarm function 
99 minutes and 59 seconds countdown function

Product Size: 82.5*7.6*2.3mm
Screen Size: 64.5*33.5mm
Color: White
Timer Range: 0S~99M59S
Net Weight: 69g
Positive countdown function, Big screen, Portable, Adsorbable



Food thermometers, made for your quality life!

Leading brand for food thermometers!

Specializing makes us more professional!

Thermometers expert!

Add：12th South of Chang'an Road, Yanta Dist., Xi'an, China 710061

          Yaojiacun Industrial Park, Yanta District，Xi'an, Shaanxi, China

Tel：+86-29-88661865

Phone：+86-18092114467

Email：anna@xalonn.com

Web:  https://www.wenmeice.com/

           https://xalonn.en.alibaba.com/

Contact


